
Features: 

426 Mini-Me 

· Available with etched acrylic lens 
· Artwork for etching must be provided in an electronic format 
· All acrylic is mechanically a ached for a long, trouble free life 
· White opal lens is standard. Bo om lens standard 
· Standard 0-10V dimming driver. 120-277V MVOLT 
· Suitable for dry or damp loca ons 
· Meets all ADA requirements 
· Manufactured in the USA 

Compact design is ideal for usage in small spaces. Etched acrylic 
op on provides an addi onal decora ve element that can be 
tailored to individual needs. 

Ordering Informa on/Op ons  

Project: _______________________________________________________________ 

Loca on: _______________________________________________________________ 

Catalog Number MODEL  WATTS  FINISH  OPTION(S) 

Example: 426-1LED9-SAL-ETCH-35K 426 -  -  -  

Dimensions   

Width Height Depth 

9” 9” 3.875” 

A 4” octagonal junc on box should be used for installa on 

MC = Moun ng Center,  located at center of fixture unless noted otherwise 

Wa s   

1LED9 1100 Lumens  

1LED14 1550 Lumens MVOLT 

1LED19 2000 Lumens  

Finishes  

WHT White 

BLK Black 

SAL Silver 

BRZ Bronze 

Op ons  

DL Damp Label 

ETCH Etched Acrylic Lens 

LBLUE Blue Lens 

LGREEN Green Lens 

LRED Red Lens 

30K 3000 Kelvin Temperature 

35K 3500 Kelvin Temperature 

40K 4000 Kelvin Temperature 

TL Top Lens 

PHONE: 509.924.0243 www.indessa.com 

Indessa Ligh ng reserves the right to make design revisions without prior no ce. 

Model 

426 


